
MONITOR SPECIFICATIONS 
(Monitor part #MK07S) 
Screen size: 7-inch digital screen (16:9) 
High Resolution: 1024 × 600 Pixel (RGB) 
System: PAL/NTSC selectable 
Contrast:  400:1 
Brightness: 300 cd/m2 
Power supply: DC 12V~24V with reverse polarity protection 
Operation temperature: -30°~80°C   
Storage temperature: -20°~70°C 
Monitor view angle: Horz. L (70) R (70)   Vert. UP (50) DOWN (70) 
3 AV with shrink tube labeled trigger wires, 
Auto blue screen if no signal on the activated channel. 
Size: 141 x 103 x 25 mm.   
Weight: 418 g. 
Features: Removable HD sunshade, LCD screen, LED blue light buttons, high-quality processor, in-line 
waterproof fuse, easy to use OSD menu function via buttons: reversing image delay time 0~10s, 
Mirror/Normal image, plus horizontal flip, multi-language.   
 

The SMW7S is our popular wide angle backup camera system for rear vision safety of commercial vehicles. 
See a much wider field of vision behind your truck and when you're turning in reverse. It is equipped with our 
193-Degree Legal Vision Camera, which crops out the “fish eye” look and provides a crisp, clear image.  
 
  
 
The resulting image surpasses the requirements of the new Backup Camera Law - even from heights as low 

 

 

CAMERA SPECIFICATIONS 
(Camera Part #C300P) 
 
Horizontal resolution: 700 TV lines 
Effective pixels: 510 x 492 
Minimum illumination: 1.5 Lux 
Viewing angle: 192° 
Waterproof: IP69K 
Shockproof: 10G 
Operating temperature: -40°~70°C 
Power supply: DC 12V (powered by monitor) 
Sold with ADD300Z Camera Cover (Shown) 
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CAMERA SPECIFICATIONS (Part # C300P) 

SMW7S  

Rear Vision System 
System includes (1) C300P Camera 

with ADD300Z Camera Cover 
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